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RareBooksClub. Paperback. Book Condition: New. This item is printed on demand. Paperback. 218
pages. Dimensions: 9.7in. x 7.4in. x 0.5in.This historic book may have numerous typos and missing
text. Purchasers can usually download a free scanned copy of the original book (without typos)
from the publisher. Not indexed. Not illustrated. 1922 edition. Excerpt: . . . and with less energy.
When taking down concrete forms. the toggle is held stationary against A HANDY TOOL FOR
REMOVING the form, and. the lug catches in back of the piece being removed. Tongue-and-groove
lumber can be pried off without breaking the match. This bar can be also used where boards can
be taken down from the inside, and with it there is no need of scaffolding. It has a 3-foot handle and
weighs about 8 pounds. A still heavier wrecking-bar with a 4-foot handle, the total weight of which
is I4 pounds, is also made by this company, and is known as its N0. 3 bar. This is used for pulling off
heavy braces and for the harder work of wrecking buildings and taking down concrete forms. The
projecting lug furnishes a solid pry for the 10 to I leverage of this bar....
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The best publication i actually study. It is probably the most awesome ebook i actually have study. You are going to like the way the article writer publish
this publication.
-- Ms. Ha r mony Simonis I
This pdf is indeed gripping and exciting. It is writter in easy words and phrases and not confusing. Once you begin to read the book, it is extremely di icult
to leave it before concluding.
-- Ala yna K upha l
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